
EURODEK

EURODEK MEMBRANE
FULLY ADHERED

1" x 2" or 2" x 2" 
MOUNTED STRIP 

(OPTIONAL) 
 

MINIMUM 5/8" T&G PLYWOOD
REFER TO EURODEK SUBSTRATE
PREPERATION DETAILS FOR FURTHER INFO

MIN SLOPE 1/4" : 12" 

GALVANIZED METAL
DRIP FLASHING

PVC CLIP

EURODEK PRODUCTS
602 Adams Rd - Kelowna - BC - V1X 7S1 - Canada
Tel: (250) 491-7271  -  Fax: (250) 491-7278
www.eurodek.ca
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PVC CLIP EDGE FASTENER

EURODEK OUTSIDE EDGE DETAIL #2

ED

02
EURODEK 'PVC CLIP' EDGE FASTENING DETAIL
TYPICAL OUTSIDE EDGE

NOTE:  AS A SUPPLIER OF MATERIALS ONLY EURODEK PRODUCTS DOES NOT ASSUME RESPONSIBILITY FOR ERRORS
IN DESIGN OR SITE CONDITIONS.  SUITABILITY OF ALL DETAILS SHOULD BE CONFIRMED BY THE ARCHITECT, 
CONTRACTOR OR OWNERS REPRESENTATIVE.




